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QUESTION 1 

Refer to the exhi bit. Which commands append a prefix of 3.3.3.3/32 to prefix-set "test"? 



prefix-set test 
1.1.1.1/32, 

2.2.2.2/32 J\ <R\ S^Q)&^ 

•mtiat^ <o"\(n\ \ 

A. Prefix-set test 
3.3.3.3/32 
End-test 

B. Prefix-set test 
Append 3.3.3.3/32 
End-set 

C. Prefix-set test 
1.1.1.1/32,2.2.2.2/32,3.3.3.3/32 
End-set 

Answer: C 
QUESTION 2 

Which statement accurately describes the BGP community filtering in Cisco IOS Software? 

A. can be configured for IBGP neighbors only 

B. can be configured for both IBGP and EBGP neighbors 

C. can be configured for EBGP neighbors only 

D. cannot be configured for IBGP or EBGP neighbors 

Answer: B 
QUESTION 3 

What effect will the command timers throttle spf 5 1000 90000 have on an OSPF router? 

A. The router dynamically reduces the frequency with which it computes the SPF tree during times of 
network instability. 

B. The command improves router performance by limiting the amount of CPU cycles that are consumed 
over time when calculating the SPF tree. 

C. When recalculating the SPF tree, the LSA update timers are changed to lessen the impact on memory 
and CPU usage during LSA floods. 

D. The command specifies the number of LSAs that must be received in a particular time frame before 
initiating a complete SPF recalculation. 

Answer: A 
QUESTION 4 

While troubleshooting a loss of connectivity, you notice the log entry 

Mar 16 08:20:16 %OSPF-5-ADJCHG : Process 1. Nbr 1.1.1.130 on Vlan30 from FULL 
to EXSTART. SeqNumberMismatch 

After logging into the device, you notice that the router seems to be stuck in the EXSTART state 
When does this problem most frequently occur? 
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A. during startup of the OSPF process 

B. during high CPU load on the router 

C. when the two routers report different versions of OSPF 

D. when there is a mismatch between MTU settings for neighbor router interfaces 

Answer: D 
QUESTION 5 

How can a customer influence path selection for outgoing traffic? 

A. by changing MED for routes that are received from the ISP 

B. by changing the local preference for routes that are received from the ISP 

C. by prepending an AS number to routes received from the ISP 

D. by changing the weight for routes that are received from the ISP 

Answer: B 
QUESTION 6 

ITIL@ is which two of these? (Choose two.) 

A. a library of books with IT content 

B. a collection of configuration templates for service provider network devices 

C. a set of best practices, concepts, and policies for managing IT 

D. a registered trademark of the U.K. OGC 

Answer: CD 
QUESTION 7 

Which three of these can be used for performance management? (Choose three.) 

A. SNMP monitoring 

B. syslog monitoring 

C. SMTP monitoring 

D. NetFlow 

Answer: ABD 
QUESTION 8 

In which two ways can you influence OSPF path selection? (Choose two.) 

A. by changing OSPF cost on interface 

B. by changing reference bandwidth 

C. by changing the metric style to wide 

D. by changing administrative distance 

Answer: AB 
QUESTION 9 

How can you influence IS-IS path selection? 
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A. by changing reference bandwidth 

B. by changing the metric style to wide 

C. by changing IS-IS metric on interface 

D. by changing IS-IS metric globally 

Answer: C 
QUESTION 10 

What is the most common criteria for BGP path selection when there is no path manipulation? 

A. local preference 

B. AS path length 

C. path age 

D. MED 

Answer: B 
QUESTION 11 

Which command gathers information on BGP route instability in Cisco IOS XR Software? 

A. show ip bgp summary 

B. show bgp flap-statistics 

C. show ip bgp neighbors 

D. show bgp ip dampening 

Answer: B 
QUESTION 12 

Which two statements correctly describe the IBGP split-horizon rule? 

A. Updates that are received on an EBGP session are forwarded to IBGP and EBGP. 

B. Updates that are received on an EBGP session are not back out the EBGP peers that are in the 
same neighboring AS. 

C. Updates that are received on an IBGP session are forwarded to all EGBP peers 

D. Updates that are received on an IBGP session can be forwarded to other IBGP peers synchronization 
is turned off. 

Answer: AB 
QUESTION 13 

Which four BGP parameters can be tuned to influence BGP convergence time? (Choose four) 

A. scan time 

B. stuck in active timer 

C. advertisement interval 

D. keepalive interval 

E. holdtirne interval 

F. idle time 
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Answer: ACDE 

QUESTION 14 

Which statement accurately describes the BGP community filtering in Cisco IOS XR Software? 

A. can be configured for IBGP neighbors only 

B. can be configured for both IBGP and EBGP neighbors 

C. can be configured for EBGP neighbors only 

D. cannot be configured for IBGP or EBGP neighbors 

Answer: B 
QUESTION 15 

If the network is experiencing high CPU usage that is caused by OSPF, which four options might 
you consider to reduce the CPU usage? (Choose four) 

A. Enable OSPF incremental Shortest Path First. 

B. Enable OSPF Shortest Path First throttling. 

C. Enable multiple OSPF areas. 

D. Enable auto-summary. 

E. Enable special OSPF area types (stub, totally stubby). 

F. Enable the "broadcast" OSPF network type. 

Answer: ABCE 
QUESTION 16 

Refer to the exhibit. Two Cisco IOS routers that are configured with OSPF cannot establish 
adjacency. Examine the information that is collected from r1 and r2. Why cannot the adjacency be 
established? 
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•War 10 15:24:25.807 UTC: OSPF: S«nd hello to 2Z4.O.0.5 area 0 on 
Eth«rn«t0/0 from 65.255.56.1 

•Mar 10 16:24:27.171 UTC: OSPF: rev. v:2 1:1 1:44 rid M. 2 55. 266.4 ald:0.0.0.0 
chk:30Ai aut:0 auk: from EthernetO/0 

•Mar 10 15:24:27.171 UTC: OSPF: Rev hello from 85.255.255 4 area 0 from 
ElhernelO/0 65 255 56 2 

•Mar 10 15:24:27.171 UTC: OSPF: Mismatched hello parameters from 
65.255,56,2 

*Mar 10 1 5:24:27.171 UTC: OSPF: Dead R 40 C 40, Hello R 10 C 10 MaskR 
255.255.255,248 C 255,255.255.252 

•Mar 10 15:24:46.251 UTC: OSPF: 
EthernetO/0 from 65 255.56.2 

•Mar 10 15:24:54.471 UTC: OSPF: rev. v;2t:1 1:44 rld:65. 255. 255.3 ald:0.Q.0.0 
chk:309F aut:0 auk: from EthernetO/0 

•Mar 10 16:24:54.471 UTC: OSPF: Rev hello from 65.255.255.3 area 0 from 
EthernetO/0 65.255,56,1 

•Mar 10 15:24:54.471 UTC: OSPF: Mismatched hello parameters from 
65.255.56.1 

| 'Mar 10 15:24:54.471 UTC: OSPF: Dead R 40 C 40, Hello R 10 C 10 Mask R 
255.255.265.252 C 255.255 255.24B 

A. Network-type mismatch 

B. Different MTU 

C. Subnet mismatch 

D. Area ID mismatch 

Answer: C 



hello to 224.0.0.5 area 0 on 



QUESTION 17 

Refer to the exhibit. The NOC has informed you about a problem on a Gigabit Ethernet link 
between a newly installed CRS-1 that is running Cisco IOS XR Software and Cisco IOS router. 
These two routers cannot establish OSPF adjacency. When you connected to CRS-1, you noticed 
that the Gigabit Ethernet interface MTU is 1500. You must adjust the interface MTU on the Cisco 
IOS router. 
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iP/0/RP0/CPU0;m-1#show Int TenGfgEO/4/4/0 
renGlgEO/4/4/0 Is up, line protocol Is up 
interface state transitions: 2 

Hardware Is TenGlgE, address Is 001b. 5375. 6058 (bra 001b.5375.5058) 
Internet address is Unknown 
MTU 1500 bytes, BW 10000000 Kbit 

reliability 255/255, txload 11/255, rxload 23/255 
Encapsulation ARPA, 

Full-duplex, 10000Mb/s, LR, link type Is force-up 
output flow control Is off, input flow control is off 
loopback not set 

Which MTU should you configure on the Cisco IOS router interface to match the MTU that is 
configured on the Cisco IOS XR software? 

A. 1500 

B. 1486 

C. 1486 

D. 1488 

Answer: A 
QUESTION 18 

Which list does the SNMP object "ospflfTable" provide? 

A. Internet-facing routes 

B. IGP fast-timers 

C. OSPF-to-EGP mappings 

D. interfaces from the viewpoint of OSPF 

Answer: D 



QUESTION 19 

Drag and Drop 
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You want to make sure lhat all Telnet packs!* thai are generated by the local router are marked wilh TOS 5 Conngura 
^V^l' c b¥ p y* in8 tha c *> mm °™>s on the left so thai all Telnet packets, regardless of the Outgoing .nlerface. are marked 
wHh TOS 5 Drag |he command to the proper order on Ihe right. Not all options are used. 



L7 



ftrstcwimarnj 



9CMSS-»fl tOO psirnii trp oriy Any i«inm 



□ 



u?CQ*icl Command" 



«KC«s-lia tOOlpanyenyeqtelriet 



IttUtwrtapJocal-polity permit Ifl 



J/p (C. 



(hi 



fourth command 



Win command 



.yae 



matcMpaddroc: i-ju 



mai'-.h ip ecwss-hsj 1Q0 



id local policy route-map loem-potay 



1 p c-olicy routs-map local-policy 



Answer: 



You want to make sure lhat all Telnet packed thai are generated by tha local rouler are marked wilh TOS 5 Configure 
the nauie, by using the commends on the left so thai all Telnet packets, regardless of the outgoing interface are marked 
w*nTOS5 Drag the command lo the proper order on Ihe right. Not aH options are used. 




QUESTION 20 

For a CRS-1 router that runs Cisco IOS XR Software Release 3.6.6 in an OSPF core. Which 
protocol or feature improves router availability and can operate independently of remote router 
protocol support? 



A. BFD 

B. NSFIETF 
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C. NSR 

D. PIM 

E. IGMP 

F. MPLS LDP sync 

G. MPLS-TE FRR 



Answer: C 
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